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READ AND FOLLOW ALL SAFETY INSTRUCTIONS!  
SAVE THESE INSTRUCTIONS AND DELIVER TO OWNER AFTER INSTALLATION.

WARNING: RISK OF ELECTRIC SHOCK 

	• Before installation or servicing DISCONNECT 
POWER BY SHUTTING OFF THE CIRCUIT 
breakers both to the outlet box and to its 
associated wall switch.

	• Installation and service of luminaires should 
be performed by a qualified licensed 
electrician in accordance with all local and 
National Electrical Codes.

	• Do not install damaged product.
	• Verify that supply voltage is correct by 

comparing it with the luminaire label 
information. 

	• All wiring connections should be capped 
with UL approved wire connectors.

WARNING: RISK OF FIRE

	• Do not separate any other wires that 
may be in the box.

	• Do not damage the insulation of 
existing wiring. 

	• In regular circumstances the BLACK 
wire will be the “Hot” lead and the 
WHITE wire will be the “Neutral” or 
“Common” lead. A GREEN or BARE 
COPPER wire is the “Ground.” In older 
buildings, it is always good practice to 
reconfirm the polarity of the wiring.

WARNING: RISK OF INJURY

	• 	 Allow luminaire to cool before servicing.
	• 	 Follow all manufacturer’s warning and 

restrictions for driver type, mounting 
locations, replacement and recycling.

	• 	 Wear safety glasses and gloves when 
installing, maintaining or servicing.

	• 	 Avoid direct eye exposure to the light 
source while it is on.

	 RISK OF PRODUCT DAMAGE

	• 	 Never connect components under load.
	• 	 Do not touch the yellow surface of the 

LED as it may damage the light engine.

!!

!

!

EMERGENCY BATTERY
CAUTION 

	• The Threaded Body Test Switch (TBTS) serves as the unit connector. The Emergency Battery initiates once both the TBTS installation is complete and 
A.C. power is supplied to the unit.

	• These fixtures provide more than one power supply output source. To reduces the risk of electrical shock, disconnect both normal and emergency 
sources by turning off the A.C. branch  circuit and by disconnecting the TBTS Test Button Component before servicing.

	• These are sealed units. Components are not replaceable. Replace the entire unit when necessary.
	• Installation and service should be performed by qualified personnel only. De-energize before opening. 
	• The Emergency Battery is for use with grounded LED luminaires listed to UL standards. Not for use in heated air outlets or hazardous locations.
	• The Emergency Battery requires an unswitched A.C. power source of 120 to 277 volts AC, 50/60Hz.
	• The Emergency Battery and A.C. driver must be on the same branch circuit.
	• Do not mount near gas or electric heaters.
	• The Emergency Battery should be mounted in locations and at heights where it will not readily be subjected to tampering by unauthorized personnel.
	• The Emergency Battery supplies 10-55VDC output at the individual rated specification for 90 minutes.  

See individual units for output specifications.
	• The Emergency Battery is certified in the CA Title 20 Modernized Appliance Efficiency Database System (MAEDBS) as a small battery charger.
	• The Emergency Battery is intended for installation within the enclosure of equipment listed for permanent installation.
	• Suitable for use in damp locations, and in enclosed and gasketed fixtures.
	• For use in 0º C minimum, 55º maximum ambient temperatures. Usage outside of these temperatures may result in the unit turning off.
	• The use of accessory equipment not recommended by the manufacturer may cause an unsafe condition, void warranty, and result in non-compliance 

with UL specifications.
	• Do not use this equipment for other than intended use.
	• Install in accordance with the National Electrical Code (NEC) and local regulations.
	• Lighting fixture manufacturers, electricians, and end-users need to ensure product system compatibility before final installation. 

!
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TOOLS REQUIRED

Flat Head 
Screw Driver

Claw Hammer Hole Saw 
(Or Speed Router)

Ball End Hex Key
2mm Drive Size

(Acoustic Tile option only)

Size 1 Phillips 
Screw Driver

Size 2 Phillips 
Screw Driver

ACCESSORIES REQUIRED

Electrical Wire Nut
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APPLICABLE MODEL: 
•	 IC (New Construction IC Housing)
•	 NC (New Construction Housing)
•	 RM (Remodel Housing)

IC Model - New Construction IC Housing

NC Model - New Construction Housing

RM Model - Remodel Housing

Measure Before You Cut
Consult the ceiling cutout table below to determine your application ceiling cutout requirements.

PREPARATION

Flanged Trim Ceiling Cutout Table 
(IC, NC, RM Housing)

Model 1" 
A1-IC, A1-NC, A1-RM

2" 
A2-IC, A2-NC, A2-RM

3" 
A3-IC, A3-NC, A3-RM

4" 
A4-IC, A4-NC, A4-RM

Cutout Size: Round Ø2½" (Ø63mm) Ø3½" (Ø89mm) Ø4½" (Ø114mm) Ø5½" (Ø140mm)

Cutout Size: Square 2½" x 2½" 
(63 x 63mm)

3½" x 3½" 
(63 x 63mm)

4½" x 4½" 
(114 x 114mm)

5½" x 5½" 
(140 x 140mm)

Acoustic Tile Option Ceiling Cutout Table
(IC, NC Housing)

Model 1" 
A1-IC, A1-NC

2" 
A2-IC, A2-NC

3" 
A3-IC, A3-NC

4" 
A4-IC, A4-NC

Cutout Size: Round Ø2⅝" (Ø66mm) Ø3⅝" (Ø92mm) Ø4⅝" (Ø117mm) Ø5⅝" (Ø142mm)

Cutout Size: Square 2⅝" x 2⅝" 
(66 x 66mm)

3⅝" x 3⅝" 
(92 x 92mm)

4⅝" x 4⅝" 
(117 x 117mm)

5⅝" x 5⅝" 
(142 x 142mm)



14508 Nelson Ave. City of Industry, CA 91744 • tel: 626.336.4511 • fax: 626.330.4266 • www.csllighting.com
©2025 Creative Systems Lighting, A Division of Troy-CSL Lighting, Inc. All rights reserved. Subject to change without notice.
Patent: csllighting.com/patents

ACROBAT IC, NC, RM MODELS - INSTALLATION INSTRUCTIONS

4 of 24

PREPARATION

For All Applications: Remove Knock-Out(s) 
Remove knock-out(s) where needed with a flat-head screwdriver and hammer.

Determine Housing Mounting Method

•	 Standard Hanger Bars provided secure the housing to ceiling joists or suspended ceiling frames (T-bars). Install the hanger bars in the 
frame slots, oriented as shown.

•	 Butterfly Brackets secure the housing using C-channel or conduit. To install the brackets, removed the wingnut and lock plate, mount the 
brackets on the housing, then re-attach the lock plate and wingnut. Adjust the vertical position of the housing by sliding the bracket up or 
down. Tighten the wingnut to lock the vertical position.

Hanger Bars in the Housing Pan slots

Butterfly Bracket with Hanger Bars installedButterfly Bracket 
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ACT Collar Orientation
Place the collar as shown below, matching the ceiling thickness.

PREPARATION

Collar

1" Housing: Downward always

2", 3", and 4" Housings:
Ceiling thickness 5/8" thru 1-1/4": Upward Ceiling thickness 1-1/4" thru 2": Downward
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Collar Installation
	• 2", 3", and 4" Housings will ship with collar installed in upwards position.
	• 1" Housing collar will ship separately in packaging.

If collar needs to be oriented downward, follow the following instructions:

Remove the screw and slide out the collar:

PREPARATION

Flip collar, insert in tabs, and fasten screw:
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3" and 4" Square ACT 5/8" to 1-1/4" Thick Ceiling Collar Installation

1. Place collar at angle to housing (or any flat surface) with collar facing upwards

PREPARATION

2. Press small bend area against the surface to bend the collar and slide forward
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3" and 4" Square ACT 5/8" to 1-1/4" Thick Ceiling Collar Installation

3. Unscrew the retaining screw from the housing and bend the collar back

PREPARATION continued

4. Screw in retaining screw, positioning the collar at the desired angle
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INSTALLATION

STEP 1 – Hanger Bars Adjustment
�Adjust the hanger bars to fit between joists  
(For suspended ceiling, remove the required tile).

STEP 2 – Secure Hanger Bars
•	 �For wood joists, Line up the bottom of the 

hanger bars to the bottom of the joists and nail 
the ends of the hanger bars to the joists.

•	 For suspended Ceiling (T-Bar), Snap the 
hanger bars in place on the suspended ceiling 
T-bar.

1

2

Wood

T-Bar

AIC Model

Joist Application T-Bar Application

IC/NC Model
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3STEP 3 – Secure System
Slide the housing to the desired position and use a 
flat head screwdriver to tilt the locking tabs into the 
hanger bars until system is secure.

STEP 4 – Position Measurement
Measure and mark the location of the pan hole  
from wood joists/T-Bars.

4

IC/NC Model

IC/NC Model
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Fixed Junction Box

5A

STEP 5A – Make Electrical Connection
•	 If not already completed, use a flathead 

screwdriver and hammer to punch out knock-
out(s).

•	 Remove access panel.
•	 Using a UL listed conduit connector secure 

connector to the knock-out opening, passing 
supply wires through connector.

•	 Connect supply wires using approved wire nuts 
to the Driver using the wiring diagrams shown.

•	 Reattach access panel.

IC Housing

NC Housing with Fixed Junction Box

IC Housing
•	 Using a #1 Phillips screwdriver, remove access 

panel.

NC Housing with Fixed Junction Box
•	 Pull the top edge of the cover plate.
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A2, A3, A4 Removable Junction Box

A1 Removable Junction Box
( A1 RM Housing )

( A2, A3, A4 Standard RM Housing )

 

5A

STEP 5A – Make Electrical Connection 

NC Housing with Removable Junction Box
•	 Use RM Housing wiring diagram below and 

secure junction box in position on the NC plate.

RM Housing
•	 After wiring, set junction box above ceiling with 

room for module installation.

A1 NC Housing with Removable Junction Box

A1 RM Housing

A2, A3, A4 NC Housing with Removable Junction Box

A2, A3, A4 Standard RM Housing A3, A4 Alternate RM Housing
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STEP 5B - Wiring Diagrams

SINGLE

-BLOCK

SINGLE

-BLOCK

1/ NEUTRAL (WHITE)

2/ LINE (HOT) - (BLACK)

3/ GROUND (GREEN)

4/ + DIM (PURPLE)

5/ - DIM (PINK)

1/ NEUTRAL (WHITE)

2/ LINE (HOT) - (BLACK)

3/ GROUND (GREEN)

+ LED (RED)

+ LED (RED)

- LED (BLACK)

- LED (BLACK)

For Single-Block Connection

For Single-Block Connection

LE
D

 D
R

IV
ER1

1

2

2

3

3

4
5

SINGLE

-BLOCK

SINGLE

-BLOCK

PASS

-THROUGH

PASS

-THROUGH

1/ NEUTRAL (WHITE)

2/ LINE (HOT) - (BLACK)

3/ GROUND (GREEN)

4/ + DIM (PURPLE)

5/ - DIM (PINK)

1/ NEUTRAL (WHITE)

2/ LINE (HOT) - (BLACK)

3/ GROUND (GREEN)

+ LED (RED)

+ LED (RED)

- LED (BLACK)

- LED (BLACK)

For Pass-Through Connection

For Pass-Through Connection

LE
D

 D
R

IV
ER

LE
D

 D
R

IV
ER

1

1

2

2

3

3

4
5

LE
D

 D
R

IV
ER

TRI-DIMMING

PHASE DIMMING ONLY

White (Neutral)+ DIM (PURPLE)

Green (Ground)- DIM (PINK)

Black (Hot) 
Optional For 0-10V Dimming

5B
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STEP 5B - Emergency Battery Wiring Diagrams

5B

EMERGENCY BATTERY PACK

LED DRIVER
LED (+)

LED (-)

2

1

6

5

TEST SWITCH (-)

TEST SWITCH (+)

3

Emergency Battery Tri-Dimming Single-Block Connection

Note: Wire 4 should NOT be connected to dimmer

4

1/ + DIM (PURPLE)
2/ - DIM (PINK)

3/ NORMAL DRIVER HOT (BLACK)
4/ GROUND (GREEN)
5/ NEUTRAL (WHITE)

6/ UNSWITCHED 24/7 POWER (BLACK)

EMERGENCY BATTERY PACK

LED DRIVER

LED (+)

LED (-)

TEST SWITCH (-)

TEST SWITCH (+)

Emergency Battery Tri-Dimming Pass-Through Connection

1/ + DIM (PURPLE)
2/ - DIM (PINK)
3/ NORMAL DRIVER HOT (BLACK)
4/ GROUND (GREEN)
5/ NEUTRAL (WHITE)
6/ UNSWITCHED 24/7 POWER (BLACK)

123456

PASS-THROUGH

SINGLE-BLOCK

SINGLE-BLOCK

Note: Wire 4 should NOT be connected to dimmer

EMERGENCY BATTERY PACK

LED DRIVER
LED (+)

LED (-)

2

1

6

5

TEST SWITCH (-)

TEST SWITCH (+)

3

Emergency Battery Tri-Dimming Single-Block Connection

Note: Wire 4 should NOT be connected to dimmer

4

1/ + DIM (PURPLE)
2/ - DIM (PINK)

3/ NORMAL DRIVER HOT (BLACK)
4/ GROUND (GREEN)
5/ NEUTRAL (WHITE)

6/ UNSWITCHED 24/7 POWER (BLACK)

EMERGENCY BATTERY PACK

LED DRIVER

LED (+)

LED (-)

TEST SWITCH (-)

TEST SWITCH (+)

Emergency Battery Tri-Dimming Pass-Through Connection

1/ + DIM (PURPLE)
2/ - DIM (PINK)
3/ NORMAL DRIVER HOT (BLACK)
4/ GROUND (GREEN)
5/ NEUTRAL (WHITE)
6/ UNSWITCHED 24/7 POWER (BLACK)

123456

PASS-THROUGH

SINGLE-BLOCK

SINGLE-BLOCK

Note: Wire 4 should NOT be connected to dimmer
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STEP 5B - Emergency Battery Wiring Diagrams

5B

EMERGENCY BATTERY PACK

LED DRIVER
LED (+)

LED (-)

4

3

TEST SWITCH (-)

TEST SWITCH (+)

1

Emergency Battery Phase Dimming Only Single-Block Connection

2

1/ NORMAL DRIVER HOT (BLACK)
2/ GROUND (GREEN)
3/ NEUTRAL (WHITE)
4/ UNSWITCHED 24/7 POWER (BLACK)

EMERGENCY BATTERY PACK

LED DRIVER
LED (+)

LED (-)

TEST SWITCH (-)

TEST SWITCH (+)

Emergency Battery Phase Dimming Only Pass-Through Connection

1/ NORMAL DRIVER HOT (BLACK)
2/ GROUND (GREEN)
3/ NEUTRAL (WHITE)
4/ UNSWITCHED 24/7 POWER (BLACK)

1234

PASS-THROUGH

SINGLE-BLOCK

SINGLE-BLOCK

Note: Wire 4 should NOT be connected to dimmer

Note: Wire 4 should NOT be connected to dimmer

EMERGENCY BATTERY PACK

LED DRIVER
LED (+)

LED (-)

4

3

TEST SWITCH (-)

TEST SWITCH (+)

1

Emergency Battery Phase Dimming Only Single-Block Connection

2

1/ NORMAL DRIVER HOT (BLACK)
2/ GROUND (GREEN)
3/ NEUTRAL (WHITE)
4/ UNSWITCHED 24/7 POWER (BLACK)

EMERGENCY BATTERY PACK

LED DRIVER
LED (+)

LED (-)

TEST SWITCH (-)

TEST SWITCH (+)

Emergency Battery Phase Dimming Only Pass-Through Connection

1/ NORMAL DRIVER HOT (BLACK)
2/ GROUND (GREEN)
3/ NEUTRAL (WHITE)
4/ UNSWITCHED 24/7 POWER (BLACK)

1234

PASS-THROUGH

SINGLE-BLOCK

SINGLE-BLOCK

Note: Wire 4 should NOT be connected to dimmer

Note: Wire 4 should NOT be connected to dimmer
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STEP 6 – Ceiling Cutout + Installation

Ceiling or Tile Installation
•	 Consult the appropriate "Ceiling Cutout Table" below before cutting the ceiling or ceiling tile.

Flanged Trim Ceiling Cutout Table 
(IC, NC, RM Housing)

Model 1" 
A1-IC, A1-NC, A1-RM

2" 
A2-IC, A2-NC, A2-RM

3" 
A3-IC, A3-NC, A3-RM

4" 
A4-IC, A4-NC, A4-RM

Cutout Size: Round Ø2½" (Ø63mm) Ø3½" (Ø89mm) Ø4½" (Ø114mm) Ø5½" (Ø140mm)

Cutout Size: Square 2½" x 2½" 
(63 x 63mm)

3½" x 3½" 
(63 x 63mm)

4½" x 4½" 
(114 x 114mm)

5½" x 5½" 
(140 x 140mm)

Acoustic Tile Option Ceiling Cutout Table
(IC, NC Housing)

Model 1" 
A1-IC, A1-NC

2" 
A2-IC, A2-NC

3" 
A3-IC, A3-NC

4" 
A4-IC, A4-NC

Cutout Size: Round Ø2⅝" (Ø66mm) Ø3⅝" (Ø92mm) Ø4⅝" (Ø117mm) Ø5⅝" (Ø142mm)

Cutout Size: Square 2⅝" x 2⅝" 
(66 x 66mm)

3⅝" x 3⅝" 
(92 x 92mm)

4⅝" x 4⅝" 
(117 x 117mm)

5⅝" x 5⅝" 
(142 x 142mm)

PanDrywall

Drywall Mud Plate

•	 For square trims, ensure the housing opening is properly aligned, then tighten the lock screw to secure the position.
•	 Cut ceiling hole at the pre-measured location using a hole saw or speed router to the size indicated within the "Ceiling Cutout Table."
•	 Attach ceiling or tile ensuring the ceiling hole aligns with the luminaire opening.

Collar Installation for Trimless Models 
•	 	Compress the spring clips against the collar body.
•	 Push the collar into the ceiling opening and into the Housing until mud plate is snug against the ceiling.
•	 Using a #2 Phillips screwdriver, fasten the mud-ring to ceiling using the 4X screws provided.
•	 Make sure the mud & paint mask is installed before mudding.
•	 With drywall knife, apply mud to mud-ring up to the rim of the mud-ring. Ensure no mud goes beyond the rim. With a block sander, 

smooth out the bumps or unevenness. Repeat until ceiling is smooth.
•	 After painting ceiling, remove the mud & paint mask.

IC/NC Model

IC/NC Model
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For Trimless 
•	 Ensure to attach the mud guard before mudding.
•	 With drywall knife apply mud to mud-ring to the rim of the mud-ring. Ensure no mud goes beyond the rim.
•	 With a block sander smooth out bumps or uneveness. Repeat until ceiling is smooth.
•	 Paint ceiling and after paint is dry, remove the mud protector board.
•	 Remove mud guard from mud ring.
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INSTALLATION

STEP 7A – Module Connection
Connect the module to the driver  
(A1, A2, A3, A4 Systems)

•	 �Ensure the module is set at 0º tilt (fully vertical
•	 Pull the driver power conncetor and safety cable 

throught the ceiling opening.
•	 Connect the safety cable hook to the module.
•	 Connect the power cable to the module.

STEP 7B – Module Installation (Standard Trim)
Standard Trim (A2, A3, A4 Systems)

•	 Compress the spring clips against the collar body.
•	 Push the collar into the ceiling opening and into 

the Housing until the trim flange is snug against 
the ceiling.

•	 For A1 System, skip ahead to STEP 7D

Tip: �On Round collars, once the flange is snug against 
the ceiling, rotate the collar counter clockwise in 
the ceiling for a more secure lock.

 
 

Standard Trim Install

 

Power Cable

Safety Cable

7A

7B
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INSTALLATION

STEP 7C – Module Installation (Trimless)
Trimless and Wood Ceiling (A2, A3, A4 Systems)

•	 �Verify the pan ring in the collar is locked. The lock 
screw should be tight.

•	 Attach the install tool to the module by aligned 
the tabs on the install tool with the slots on the 
module, then push and rotate the tool clockwise.

•	 Align the tabs on the module plate with the slots 
in the collar, then push and rotate clockwise until 
you feel the module lock into place.

•	 Rotate the install tool counter-clockwise, making 
sure that the module remains locked in place and 
only the install tool rotates out.

Trimless and Wood Ceiling (A1 System)
•	 �Align the module with the collar and push straight 

up until locked into position.

7C

 

Trimless or Wood Ceiling Install

Lock Tab

Pan Lock Screw
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INSTALLATION

STEP 7D – Module Installation (A1 Module)
Module Installation (A1 System)

•	 �Align the Module spring clips with the gaps on the 
collar.

•	 Push the Module up into the collar until the 
module Spring Clips snap over the top edge of 
the collar.

Tip: �On Round collars, once the flange is snug against 
the ceiling, rotate the collar counter clockwise in 
the ceiling for a more secure lock.

7D

Module Spring Clip

Spring Clip Channel

Locked Position
of Spring Clip

Locked Position
of Spring Clip

A1 Module Install
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INSTALLATION

STEP 7E – ACT Module Installation 
•	 Begin screwing provided set screws into module collar  

(screws should not extend through other side of module)
•	 Insert Trim and Module in Housing Collar (Refer to standard installation steps 7A and 7B).
•	 While holding up Module, tighten set screws against housing collar.


7E
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INSTALLATION

STEP 8 – Optic and Media Installation or Replacement
Acrobat Downlights ship with your choice of optic installed. If ordered, alternate 
optics and media will be included with the shipment and will need to be installed.

Removing Installed Optic
•	 Remove Optic Holder and using Optic Installation Tool, snap tool over Optic.
•	 Rotate counterclockwise and pull-out Optic from Luminaire.

Installing Optic
•	 Reattach Optic Holder if necessary.
•	 Aligning the tabs on the Optic to the slots on the module, push and rotate the 

Optic clockwise securing the Optic to the module.

Adding Media
•	 Remove the Optic using the steps listed above.
•	 Place the desired Media within the Media Holder Trim, then snap the Media 

Holder Trim to the Optic Holder.
•	 Holding the Media Holder re-attach Optic to luminaire.

Optic Holder 

Optic Lens

Media (Optional)

Media Holder Trim

To Change Optic or Media

Installing OpticRemoving Installed Optic

8
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INSTALLATION

STEP 9A – �Light Beam Adjustment  

Light Beam Adjustment (Pan & Tilt)  
A1 System:

•	 �Pan: Holding the module base plate, pan the 
module to the desired position.

•	 Tilt: Using a #1 Phillips screwdriver, rotate the tilt 
drive screw until reaching the desired position.

A2, A3, A4 Systems:
•	 �Pan: Using a #1 Phillips screwdriver, loosen the 

pan lock screw. Pan the system to the desired 
position, then tighten the pan lock screw.

•	 Tilt: Using a #1 Phillips screwdriver, rotate the tilt 
drive screw until reaching the desired position. 
Use the tilt indicator to verify tilt angle.

STEP 9B – �Reflector Installation 
•	 �Push the reflector up until it snaps into position.
•	 Emergency battery reflector will need to be 

plugged into module before reflector installation.

Tilt Adjustment

 

Pan Lock Screw

Trim

Reflector

Emergency Battery Reflector

9A

9B
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Table A: TBTS Self-Diagnostic Codes

LED FLASHES GREEN WHEN CHARGING, SOLID GREEN WHEN CHARGED

CHARGE FAILURE ON/OFF RED FLASHES

FAILURE CODES OCCUR ONCE EVERY 
15 SECONDS. ONLY HIGHEST PRIORITY 

FAILURE IS INDICATED. 

BATTERY FAILURE 1 RED FLASH

LOAD FAILURE 2 RED FLASHED

BATTERY NOT CONNECTED SOLID RED

Table B: Manual Test Sequences

MANUAL TESTING SEQUENCES

TEST TYPE TBTS MINIMUM BATTERY CHARGE REQUIREMENTS

QUICK TEST PRESS AND HOLD 2 HOURS (RECOMMENDED)

60-SECOND TEST 2x PRESS AND RELEASE 24 HOURS (REQUIRED)

90-MINUTE TEST 3x PRESS AND RELEASE 24 HOURS (REQUIRED)

LOAD CALIBRATION1 4x PRESS AND RELEASE 24 HOURS (REQUIRED)

Table C: Cancel a Test

MANUAL TESTING SEQUENCES - CANCELLING TEST

TEST TYPE TBTS REQUIREMENTS

CANCEL 90- MINUTE TEST 1x PRESS AND RELEASE UNIT MUST BE IN SELF-TEST MODE

Emergency Battery Pack Test Switch Information

INSTALLATION

1 �A Load Calibration can also be performed by removing AC Power, disconnectiong and reconnecting the TBTS, then restoring power.

For more information on Emergency Battery and Test Switch functionality, 
refer to the Emergency Battery Instruction Manual provided in this packaging.


